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¢ FAS 583

EDGE_OF PAVEMENT .

— ECSE OF BIT. SHOULDER
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AGGREGATE BASE TYPE B 8” &

INCIDENTAL BITUMINOUS SURFACING

AGGREGATE BASE /

VARIES
(SEE PLANS)

COURSE, TYPE B 8" |

2! 16’ MIN, 2/

EARTH™ ["AND EARTH

VARIES
(SEE
PLANS)

FIELD ENTRANCE DETAIL

48"

24" WHITE

W12-1103

TO BE POST MOUNTED AS SHOWN ON LANE RESTRICTION PLAN SHEET.
COST INCLUDED IN PAYMENT FOR STANDARD 701321 (SPECIAL)

THE CONTRACTOR SHALL NOTIFY THE COUNTY ENGINEER

14 CALENDAR DAYS PRIOR TO INSTALLING

W12-1102(0) 48

LOCATE 500’ AFTER ROAD
CONSTRUCTION AHEAD SIGN

ANY TRAFFIC CONTROL DEVICES THAT WILL RESTRICT THE

PAVEMENT WIDTH.

WIDTH RESTRICTION SIGNING DETAILS

E.O.P.
| 1 .
&

EDGE LINE ~ WHITE -/
50 ~NO PASSING ZONE LINE

10’ 30’ 1%’

5o

5” EDGE LINE - WHITE —

CENTERLINE & ZONE LINES - E.O.P.
YELLOW (SEE TYPICAL SECTIONS)

UNLESS DIRECTED BY THE ENGINEER, LINES SHALL NOT BE LAID 'DIRECTLY
OVER A_LONGITUDINAL CRACK OR JOINT NOR OVER A TAR OR ASPHALT PAINTED
LINE. THE EDGE OF A CENTER LINE OR LANE LINE SHALL BE OFFSET A
MINIMUM DISTANCE OF 2 INCHES FROM A LONGITUDINAL CRACK OR JOINT.

EDGE LINES SHALL BE APPROXIMATELY 2 INCHES FROM THE EDGE OF
PAVEMENT, SEE SECTION 780, OF THE STANDARD SPECIFICATIONS.

PAINT PAVEMENT MARKING DETAIL

—= PROPOSED BITUMINOUS CONCRETE SURFACE
COURSE, SUPERPAVE, MIXTURE C, NSO

| VARIES
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1-1/2")

VARIES

(SEE PLANS)

(SEE PLANS)

EXISTING SURFACE

PROPOSED BITUMINOUS BINDER COURSE,

SUPERPAVE (4 & VARIES)

TAPER DETAIL

SAW CUT (INCIDENTAL)

REMOVE BY UNIFORM CUT -
(REMOVAL INCIDENTAL TO
MILLING OPERATIONS)

DIRECTION OF
BIT.SURF. REMOVAL
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PROPOSED BITUMINOUS
SURFACE REMOVAL, 1Y/, IN.
BUTT JOINT

r——— EXISTING
SURFACE

BIT. SURFACE

REMOVAL ROUNDED EDGE FROM
(COLD MILLING)

MILLING OPERATIONS

NOTE: WHEN MILLING OPERATIONS PRODUCE A ROUNDED EDGE,
THEN A SAW CUT SHALL BE USED TO MANUFACTURE
A PERPENDICULAR EDGE_AS SHOWN IN THE DETAIL.
THE ENGINEER SHALL BE THE SOLE JUDGE CONCERNING
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undisturbed

Pay limits of Bridge No. 5 s at 127 cts.
Approach Pavement
Modified concrete pad
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No. 5 s bar detall

-—No, 5 h at 6" cts.

BRIDGE APPROACH PAVEMENT (SPECIAL)
SEC. G-G DETAIL

THE USE OF THIS DETAIL

BITUMINOUS BUTT JOINT DETAIL

REVISIONS

NAME

SCALE: DRAWN BY  SUTHEARD

DATE  5/12/06

ILLINOIS DEPARTMENT OF TRANSPORTATION

DETAILS

FAS 583 (CHS) OVER LAMOINE RIVER
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